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LEVONIX HOMES STANDARD SPECIFICATIONS 2025
JOB DETAILS

FIXED SITE COSTS BASED ON THE FOLLOWING

V V V V V

0-300mm of fall and fill

Standard allotment 450m2 (Not corner block)
Up to Class H soil report condition

Up to 6m set back

8m3 rock removal (Additional charged to owner @ $400
m3)

PRELIMINARY WORKS

Site inspections as and when required
Temporary fencing/site toilet/bin and scaffolding during
construction as required

Homeowners Warranty Insurance & 3 -month
Maintenance Guarantee

GENERAL SITE WORKS

>

Stormwater and sewer drainage requirements covered
to legal point of discharge and the sewer connection
point up to 6 meters away

Connection to mains power supply pit including conduit
and cabling for underground connection of single-
phase or 3-phase electricity (depending what is
available to the site) to meter box up to 12 meters away
from supply pit.

Connection of underground telephone conduit, gas and
water supply including metering up to 6 meters away
[does not include electricity and telephone consumer
account opening fees]

FOUNDATIONS

>
>
>

Footing to engineer designs
Two-part termite treatment as per Aus Std (If required)
Engineered Waffle Slab

EXTERNAL FEATURES

>
>
>

Natural Clay bricks from builder’s range
Natural colour round bar mortar joints

Front Elevations are as per Working Drawings. Rendering to
Front of Garage and Porch Piers

As per 7-star requirements, aluminium windows
throughout with standard glazing*

Brick infills above all windows & Doors (Not Including
Garage)

Cement sheet OR Blue board render above garage door
(Pending Fagade)

Cement sheet linings to all beam’s porch/alfresco

Feature front door entry with glass panel/s (Builders
Range)

> Front Door entrance lockset/Tri Lock

v

vV V V V

Double glazing to all aluminium windows and door
frames*

All windows keyed alike
Fly screens to all openable windows
Door seal and weather seals to all external hinged doors

2 external water taps - one at water meter at front, one
at rear. (Additional to front and rear in recycled areas)

INSULATION

>

>

Insulation to ceiling as per 7-star energy rating report -
Up to R5*

Glass wool Insulation including sisilation to external brick
walls to meet 7-star energy requirements Up to R2.5*

ELECTRICAL

>

Single gpo to fridge, dishwasher, microwave nook &
range hood & heating unit.

> Two LED downlights to kitchen

V V V V VvV VvV \%

v
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Four LED downlights to family/living (Can be reduced or
increased depending on size of house)

One LED downlight to bedrooms

Two LED downlights to master bedroom.

External flood light outside laundry door

LED downlight to porch and outdoor living area Included
White wall mounted switches Included

Interconnected smoke detectors with battery backup
Included

Safety switch to meter box Included

Two (2) x TV points as standard. Three (3) if additional
lounge/rumpus room required

One (1) x TV antenna (may be deleted if not allowed in
estate) Included

Three (3) data/phone points

One (1) fluro tube light to garage Included

Two (2) double gpo’ s to garage Included

Three (3) double gpo’s to Master bed

Two (2) double gpo’s each bedroom Included

Two (2) double gpo’s lounge Included

Downlight & seperate fan to ensuite and bathroom
One double gpo to bathroom

One double gpo to ensuite

One double gpo to laundry

2.2 kw Solar PV system with 5 X 440m panels and 2 Kw
smart Inverter



Provide NBN Co basic fibre pack (Estate specific)
including:

- Internal conduit with draw string
- INo. GPO

- 2No. Data points (run to plates on wall in Garage for
patching to NBNCo supplied product)

- 1INo. Phone point (run to plates on wall in Garage for
patching to NBNCo supplied product)

- CAT6 cable CAT6 mech
Note: Excludes connection

OR

Provide OPTICOMM entry level pack
including:

- Upgrade to WSC - new Opticomm regulation effective
15/04/2013

- Lead in cable for Opticomm fibre-optic from Meter Box to
the Home Distribution Hub

- INo. Double GPO for Optical Network Termination (ONT)
Box

- 2No. Data Points (terminated at WSC) in lieu of standard

- 1No. Phone Point

- CAT6 cable CAT 6 mech.

- 2No. TV Points (terminated at WSC) in lieu of standard
Note: Excludes connection.

ROOFING

> Colourbond®with colour selection from builders’ range
> Colourbond® fascia and guttering
> Colourbond® downpipes

FRAMING

> MGP10 Pine wall frame throughout
> Engineered pine roof trusses.

HOT WATER SYSTEM

> Electric Heat Pump system (positioned as per plan)

HEATING/COOLING

> Ducted reverse heating & cooling unit installed to all
bedrooms and living areas, Maximum seven (7) Outlets.
*Note plans, locations/design determined by heating
supplier

GARAGE - CAR ACCOMODATION

> Colourbond Double garage door including Motor with
3 remotes

Plaster ceiling
Concrete Floor as part of Slab
External Walls: Timber frame, Brick cladding or as per plan

Pedestrian Door (Product Specific): Aluminium Door
Frame, Weatherproof flush panel Door, low sheen acrylic
paint finish and entrance lock

vV V V V

INTERNAL FEATURES

> 2590mm Ceiling Heights

> Internal Doors: Flush Panel, 2040mm hinged doors with
chrome hinges

> Std Internal level door furniture in satin chrome finish
> MDF skirting & Architraves 67 x 18mm Bevelled Edge

> Air cushioned door stops to hinged doors (where
applicable)

> Painted sliding doors to Robes (smart robes)

> Roller blinds to all windows (excluding satin glazed
windows & Raked windows)

PLASTER

10mm plasterboard to ceiling and wall

Wet plaster board to bathroom and ensuite shower walls
75mm cove cornice to all areas

Plaster to Alfresco ceiling (Not Including Cornice)

NOTE - Porch ceiling to be cement sheet

>
>
>
>

PAINT - 2 COAT APPLICATION

Gloss enamel to internal doors, jambs and mouldings
Flat acrylic paint applied to ceilings

Low sheen acrylic to internal walls

Gloss to front entry door

Colours as per Exterior and Interior Colour Schedules

vV V V V V

STORAGE

1 full width melamine shelf with hanging rod to all robes.
4 x Shelves to linen cupboards
4x Shelves to Pantry

Dummy Handles OR Flush pulls: Internal knob in satin
chrome finish

>
>
>
>

KITCHEN

> Stainless steel 200mm electric oven & electric
cooktop in builders range

> Stainless steel canopy range hood 200mm wide in
builders range

Stainless 600mm dishwasher in builders range
Stainless steel 1 % bowl sink

Pin Lever Gooseneck Sink Mixer CP 220mm
Laminate door and drawers from builders’ range
Melamine interior shelving

Chrome handles from builders’ range

20mm stone top

Plaster bulk head to kitchen above overhead
cabinets

V V V V V V V VvV

CARPET

> Builders range carpet with underlay to all bedrooms/
robes and lounge. Selections from Builders Range



FLOORING

>

>

Builders range 8mm Laminate flooring to meals, kitchen,

entry, hallway as shown on plans/colour document
OR

Builders range 450 x 450 Ceramic tiles to meals, kitchen,

entry, hallway as shown on plans/colour document

CERAMIC TILING TO WET AREAS

>

Splash back Wall tile to kitchen, bathroom and laundry
from Builders Range

Tiled Shower base to Bathroom and Ensuite
Tiled walls to showers and Bath

Floor tiles to ensuite, bathroom, laundry, WC, kitchen
where shown on plans. Selections from Builders range

100mm high skirting tiles to bathroom, WC and laundry
All as per plan/colour document

LAUNDRY

>

>
>

Single Laminate cabinet with shelf and bypass including
inset trough

Alpine sink mixer
Chrome washing machine stops

BATHROOM

>
>
>

\%
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Standard White vanity basins

Polished edge mirrors (900mm High)

White Acrylic Freestanding/Back to Wall Bath (1500 -
1670mm pending design)

Tiled Shower Base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Chrome Tapware to basins & showers

Handheld shower rail

Standard laminate single vanity unit with 20mm stone
top

Laminate doors from builders’ range

Melamine internal shelf

Chrome handles from builders’ range

Double Towel rail (600mm)

Privacy Lock

Obscured Glass to windows

ENSUITE

VvV V V V VvV V V V V
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Standard White china vanity basins
Polished edge mirrors (200mm High)
Floor and wall tiling as per plan

Tiled shower base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Standard White Toilet Suite

Chrome Tapware to basins & showers
Handheld shower rail

Standard laminate single vanity unit with 20mm stone
top

Laminate doors from builders’ range
Std builders range chrome handles
Melamine internal shelf

Double Towel rail (600mm)

Toilet paper holder

White toilet suite with soft close seat
Obscured Glass to windows

wC

> White toilet suite with soft close seat
> Skirt tiles

> Privacy lock

> Obscured glass to windows

NOT INCLUDED IN PRICE

> Site specific site costs (If needed)

BAL 12.5 RATING AREA THE FOLLOWING ITEMS
IF REQUIRED

> Fully sarked roof
> Whirlybird to roof with ember guard

> Aluminium flyscreens with aluminium mesh to all
openable windows

> Metal mesh to weepholes

> 4mm thick A grade safety glass to windows within
400mm of ground

> Solid timber external doors
> Metal gas & water pipes if exposed

* ENERGY RATING COMPLIANCE

> Achieving a 7-star energy rating is dependent
on the final design and site conditions. In some
cases, a DTS (Deemed-to-Satisfy) report may
be required to meet compliance.
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LEVONIX HOMES DOUBLE STOREY STANDARD INCLUSIONS 2025
JOB DETAILS

FIXED SITE COSTS BASED ON THE FOLLOWING

VvV V V V V

0-300mm of fall and fill

Standard allotment 450m2

Up to Class H soil report condition
Up to 6m set back

8m3 rock removal

PRELIMINARY WORKS

Site inspections as and when required

Temporary fencing/site toilet/bin and scaffolding during
construction as required

Homeowners Warranty Insurance & 3 -month
Maintenance Guarantee

GENERAL SITE WORKS

>

Stormwater and sewer drainage requirements covered
to legal point of discharge and the sewer connection
point up to 6 meters away

Connection to mains power supply pit including conduit
and cabling for underground connection of single-
phase or 3-phase electricity (depending what is
available to the site) to meter box up to 12 meters away
from supply pit.

Connection of underground telephone conduit, gas and
water supply including metering up to 6 meters away
[does not include electricity and telephone consumer
account opening fees]

FOUNDATIONS

>
>
>

Footing to engineer designs
Two-part termite treatment as per Aus Std (If required)
Engineered Waffle Slab

EXTERNAL FEATURES

>
>
>

Natural Clay bricks from builder’s range
Natural colour round bar mortar joints

Front Elevations are as per Working Drawings. Rendering to
Front of Garage and Porch Piers

As per 7-star requirements, aluminium windows
throughout with required glazing*

Brick infills above all windows & Doors (Not Including
Garage)

Cement sheet OR Blue board render above garage door
(Pending Facade)

Cement sheet linings to all beam’s porch/alfresco
Feature front door entry with glass panel/s (Builders
Range)

Front Door entrance lockset/Tri Lock

Double glazing to all aluminium windows and door
frames*

VvV V V V

v

All windows keyed alike
Fly screens to all openable windows
Door seal and weather seals to all external hinged doors

2 external water taps - one at water meter at front, one
at rear. (Additional to front and rear in recycled areas)

Rendered Polystyrene to first floor

> Lightweight builders range cladding to first floor

(rendered Polystyrene, weatherboard or panelling)

INSULATION

>

>

Insulation to ceiling as per 7-star energy rating report -
Up to R5*

Glass wool Insulation including sisilation to external brick
walls to meet 7-star energy requirements Up to R2.5*

ELECTRICAL

>

V V V V V V \%

\%

Single gpo to fridge, dishwasher, microwave nook &
range hood & heating unit.

Two LED downlights to kitchen

Four LED downlights to family/living (Can be reduced or
increased depending on size of house)

One LED downlight to bedrooms

Two LED downlights to master bedroom.

External flood light outside laundry door

LED downlight to porch and outdoor living area Included
White wall mounted switches Included

Interconnected smoke detectors with battery backup
Included

Safety switch to meter box Included

Two (2) x TV points as standard. Three (3) if additional
lounge/rumpus room required

One (1) x TV antenna (may be deleted if not allowed in
estate) Included

Three (3) data/phone points
One (1) fluro tube light to garage Included

2.2KW Solar PV system with 5 x 440m panels and 2KW
smart inverter



Provide NBN Co basic fibre pack (Estate specific)
including:

- Internal conduit with draw string
- 1INo. GPO

- 2No. Data points (run to plates on wall in Garage for
patching to NBNCo supplied product)

- INo. Phone point (run to plates on wall in Garage for
patching to NBNCo supplied product)

- CAT6 cable CAT6 mech
Note: Excludes connection

OR

Provide OPTICOMM entry level pack
including:

- Upgrade to WSC - new Opticomm regulation effective
15/04/2013

- Lead in cable for Opticomm fibre-optic from Meter Box to
the Home Distribution Hub

- INo. Double GPO for Optical Network Termination (ONT)
Box

- 2No. Data Points (terminated at WSC) in lieu of standard

- 1No. Phone Point

- CAT6 cable CAT 6 mech.

- 2No. TV Points (terminated at WSC) in lieu of standard
Note: Excludes connection.

ROOFING

> Colourbond® with colour selection from builders’ range
> Colourbond® fascia and guttering
> Colourbond® downpipes

FRAMING

> MGP10 Pine wall frame throughout
> Engineered pine roof trusses.
> Posi Strut structure including yellow tongue flooring

INTERNAL STAIRCASE

> KD hardwood Staircase with timber
handrail

> Timber frame and plaster Balustrade

HOT WATER SYSTEM

> Electric Heat Pump system (positioned as per plan)

HEATING/COOLING

> Ducted reverse heating installed to all bedrooms and
living areas, seven (7) Outlets MAX. Note plans,
locations/design determined by heating supplier

GARAGE - CAR ACCOMODATION

> Colourbond Double garage door including Motor with 3
remotes

Plaster ceiling
Concrete Floor as part of Slab
External Walls: Timber frame, Brick cladding or as per plan

Pedestrian Door (Product Specific): Aluminium Door
Frame, Weatherproof flush panel Door, low sheen acrylic
paint finish and entrance lock

V V V V

INTERNAL FEATURES

> 2440mm Ceiling Heights to 1st floor
> 2590mm ceiling heights to ground floor

> Internal Doors: Flush Panel, 2040mm hinged doors with
chrome hinges

> Std Internal level door furniture in satin chrome finish
> MDF skirting & Architraves 67 x 18 mm Bevelled Edge

> Air cushioned door stops to hinged doors (where
applicable)

> Painted sliding doors to Robes (smart robes)

> Roller Blinds to all Windows (excluding satin glazed
windows & raked windows)

PLASTER

10mm plasterboard to ceiling and wall

Wet plaster board to bathroom and ensuite shower walls
75mm cove cornice to all areas

Plaster to Alfresco ceiling (Not Including Cornice)

NOTE - Porch ceiling to be cement sheet

>
>
>
>

PAINT - 2 COAT APPLICATION

Gloss enamel to internal doors, jambs and mouldings
Flat acrylic paint applied to ceilings

Low sheen acrylic to internal walls

Gloss to front entry door

Colours as per Exterior and Interior Colour Schedules

V V V V V

STORAGE

1 full width melamine shelf with hanging rod to all robes.
4 x Shelves to linen cupboards
4x Shelves to Pantry

Dummy Handles OR Flush pulls: Internal knob in satin
chrome finish

>
>
>
>



KITCHEN

>

Stainless steel 200mm freestanding cooktop in builders
range

Stainless steel 900mm Canopy rangehood in builders
range

> Stainless 600mm dishwasher in builders range

> Stainless steel 1 % bowl sink

> Pin Lever Gooseneck Sink Mixer CP 220mm

> Laminate door and drawers from builders’ range

> Melamine interior shelving

> Chrome handles from builders’ range

> 20mm stone top

> Plaster bulk head to kitchen above overhead cabinets
CARPET

> Builders range carpet with underlay to all bedrooms/

robes and lounge. Selections from Builders Range

FLOORING

>

>

Builders range 8mm Laminate flooring to meals, kitchen,

entry, hallway as shown on plans/colour document
OR

Builders range 450 x 450 Ceramic tiles to meals, kitchen,
entry, hallway as shown on plans/colour document

CERAMIC TILING TO WET AREAS

>

Splash back Wall tile to kitchen, bathroom and laundry
from Builders Range

Tiled Shower base to Bathroom and Ensuite
Tiled walls to showers and Bath

Floor tiles to ensuite, bathroom, laundry, WC, kitchen
where shown on plans. Selections from Builders range

100mm high skirting tiles to bathroom, WC and laundry
All as per plan/colour document

LAUNDRY

>

>
>

Single Laminate cabinet with shelf and bypass including
inset trough

Alpine sink mixer
Chrome washing machine stops

BATHROOM

>
>
>

v
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Standard White vanity basins

Polished edge mirrors (900mm High)

White Acrylic Freestanding/Back to Wall Bath (1500 -
1670mm pending design)

Tiled Shower Base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Chrome Tapware to basins & showers

Handheld shower rail

Standard laminate single vanity unit with 20mm stone top
Laminate doors from builders’ range

Melamine internal shelf

Chrome handles from builders’ range

Double Towel rail (600mm)

Privacy Lock

Obscured glass to windows

ENSUITE

>
>
>
>
>

>
>
>
>
>
>
>
>
>
>
>

wC

>
>
>
>

Standard White china vanity basins
Polished edge mirrors (900mm High)
Floor and wall tiling as per plan

Tiled shower base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Standard White Toilet Suite

Chrome Tapware to basins & showers
Handheld shower rail

Standard laminate single vanity unit with 20mm stone top
Laminate doors from builders’ range
Std builders range chrome handles
Melamine internal shelf

Double Towel rail (600mm)

Toilet paper holder

White toilet suite with soft close seat
Obscured glass to windows

White toilet suite with soft close seat
Skirt tiles

Privacy lock

Obscured glass to windows

NOT INCLUDED IN PRICE

>

Site specific site costs (If needed)

BAL 12.5 RATING AREA THE FOLLOWING ITEMS
IF REQUIRED

Fully sarked roof
Whirlybird to roof with ember guard

> Aluminium flyscreens with aluminium mesh to all

openable windows
Metal mesh to weepholes

4mm thick A grade safety glass to windows within
400mm of ground

Solid timber external doors

> Metal gas & water pipes if exposed

* ENERGY RATING COMPLIANCE

Achieving a 7-star energy rating is dependent
on the final design and site conditions. In some
cases, a DTS (Deemed-to-Satisfy) report may
be required to meet compliance.
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LEVONIX HOMES INVESTOR SPECIFICATIONS 2025
JOB DETAILS

FIXED SITE COSTS BASED ON THE FOLLOWING

V V V V V

0-300mm of fall and fill

Standard allotment 450m2 (Not corner block)
Up to Class M soil report condition

Up to 6m set back

8m3 rock removal (Additional charged to owner @ $400
m3)

PRELIMINARY WORKS

Site inspections as and when required

Temporary fencing/site toilet/bin and scaffolding during
construction as required

Homeowners Warranty Insurance & 3 -month
Maintenance Guarantee

GENERAL SITE WORKS

>

Stormwater and sewer drainage requirements covered
to legal point of discharge and the sewer connection
point up to 6 meters away

Connection to mains power supply pit including conduit
and cabling for underground connection of single-
phase or 3-phase electricity (depending what is
available to the site) to meter box up to 12 meters away
from supply pit.

Connection of underground telephone conduit, gas and
water supply including metering up to 6 meters away
[does not include electricity and telephone consumer
account opening fees]

FOUNDATIONS

>
>
>

Footing to engineer designs
Two-part termite treatment as per Aus Std (If required)
Engineered Waffle Slab

EXTERNAL FEATURES

>
>
>

Natural Clay bricks from builder’'s range
Natural colour round bar mortar joints

Front Elevations are as per Working Drawings. Rendering to
Front of Garage and Porch Piers

As per 7-star requirements, aluminium windows
throughout with standard glazing

Painted infills above all windows & Doors

Cement sheet OR Blue board render above garage door
(Pending Facade)

Cement sheet linings to all beam'’s porch/alfresco

Feature front door entry with glass panel/s (Builders
Range)

V V V V V V

Front Door entrance lever with deadbolt

Double glazing to aluminium windows and door frames
All windows keyed alike

Fly screens to all openable windows

Door seal and weather seals to all external hinged doors

2 external water taps - one at water meter at front, one
at rear. (Additional to front and rear in recycled areas)

INSULATION

>

>

Insulation to ceiling as per 7-star energy rating report -
UptoR5

Glass wool Insulation including sisilation to external brick
walls to meet 7-star energy requirements Up to R2.5

ELECTRICAL

>

Single gpo to fridge, dishwasher, microwave nook &
range hood & heating unit.

> One Batten light to kitchen

\%

\%

Four Batten lights to family/living (Can be reduced or
increased depending on size of house)

One Batten light to bedrooms
Two Batten lightto master bedroom.
External flood light outside laundry door

One Batten light to porch and outdoor living area
Included (if required)

White wall mounted switches Included

> Interconnected smoke detectors with battery backup

Included
Safety switch to meter box Included

> 0ne (1) x TV points as standard.

\%

V V V V V V V

vV V V V

One (1) x TV antenna (may be deleted if not allowed in
estate) Included

Three (3) data/phone points

One (1) fluro tube light to garage Included
One (1) double gpo’ s to garage Included
Two (2) double gpo’s to Master bed

One (1) double gpo’s each bedroom Included
One (1) double gpo’s lounge Included

One Batten light with exhaust fan to ensuite and
bathroom Included

One double gpo to bathroom
One double gpo to ensuite
One double gpo to laundry

2.2 KW Solar PV System with 5 x 440m panels & 2KW
smart inverter



Provide NBN Co basic fibre pack (Estate specific)
including:

- Internal conduit with draw string
- INo. GPO

- 2No. Data points (run to plates on wall in Garage for
patching to NBNCo supplied product)

- 1INo. Phone point (run to plates on wall in Garage for
patching to NBNCo supplied product)

- CAT6 cable CAT6 mech
Note: Excludes connection

OR

Provide OPTICOMM entry level pack
including:

- Upgrade to WSC - new Opticomm regulation effective
15/04/2013

- Lead in cable for Opticomm fibre-optic from Meter Box to
the Home Distribution Hub

- INo. Double GPO for Optical Network Termination (ONT)
Box

- 2No. Data Points (terminated at WSC) in lieu of standard

- 1No. Phone Point

- CAT6 cable CAT 6 mech.

- 2No. TV Points (terminated at WSC) in lieu of standard
Note: Excludes connection.

ROOFING

> Colourbond®with colour selection from builders’ range
> Colourbond® fascia and guttering
> Colourbond® downpipes

FRAMING

> MGP10 Pine wall frame throughout
> Engineered pine roof trusses.

HOT WATER SYSTEM

> Solar hot water with Electric booster with all
necessary electrical & plumbing connections
(positioned as per plan)

HEATING/COOLING

> Ducted reverse heating & cooling unit installed to
all bedrooms and living areas, up to seven (7)
Outlets MAX. Note plans, locations/design
determined by heating supplier

GARAGE - CAR ACCOMODATION

> Colourbond Singe/Double garage door including Motor
with 3 remotes

Plaster ceiling
Concrete Floor as part of Slab
External Walls: Timber frame, Brick cladding or as per plan

Pedestrian Door (Product Specific): Aluminium Door
Frame, Weatherproof flush panel Door, low sheen acrylic
paint finish and entrance lock

vV V V V

INTERNAL FEATURES

> 2440mm Ceiling Heights

> Internal Doors: Flush Panel, 2040mm hinged doors with
chrome hinges

> Std Internal level door furniture in satin chrome finish
> MDF skirting & Architraves 67 x 18mm Bevelled Edge

> Air cushioned door stops to hinged doors (where
applicable)

> Painted hinged doors to Robes

> Block-out Blinds to all Windows (excluding satin glazed
windows)

PLASTER

10mm plasterboard to ceiling and wall

Wet plaster board to bathroom and ensuite shower walls
75mm cove cornice to all areas

Plaster to Alfresco ceiling (Not Including Cornice)

NOTE - Porch ceiling to be cement sheet

>
>
>
>

PAINT - 2 COAT APPLICATION

Gloss enamel to internal doors, jambs and mouldings
Flat acrylic paint applied to ceilings

Low sheen acrylic to internal walls

Gloss to front entry door

Colours as per Exterior and Interior Colour Schedules

vV V V V V

STORAGE

1 full width melamine shelf with hanging rod to all robes.
4 x Shelves to linen cupboards
4x Shelves to Pantry

Dummy Handles OR Flush pulls: Internal knob in satin
chrome finish

>
>
>
>

KITCHEN

> 600mm Electric oven & Electric cooktop in
builders range

> 600mm canopy range hood 600mm in builders
range

600mm dishwasher in builders range
Stainless steel Single bowl sink with drainer
Gooseneck Kitchen Sink Mixer

Laminate door and drawers from builders’
range

Melamine interior shelving

Chrome handles from builders’ range
Laminate Benchtop

Plaster bulk head to kitchen above overhead
cabinets

VvV V V V

VvV V V V

CARPET

> Builders range carpet with underlay to all bedrooms/
robes and lounge. Selections from Builders Range



Builders range 8mm Laminate flooring to meals, kitchen,

entry, hallway as shown on plans/colour document

Splash back Wall tile to kitchen, bathroom and laundry

from Builders Range
Tiled walls to showers and Bath

Floor tiles to ensuite, bathroom, laundry, WC where
shown on plans. Selections from Builders range

100mm high skirting tiles to bathroom, WC and laundry

All as per plan/colour document

Single Trough free standing
cabinet

Alpine sink mixer
Chrome washing machine stops

Standard White vanity basin

Polished edge mirrors (900mm High)

Free standing builders range Bath (1500mm in size)
Polymarble Shower Base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Chrome Tapware to basin & shower

Handheld shower rail

Standard laminate single vanity unit with laminate
top

Laminate doors from builders’ range

Melamine internal shelf

Chrome handles from builders’ range

Double Towel rail (600mm)

Privacy Lock

Standard White china vanity basin
Polished edge mirrors (900mm High)
Floor and wall tiling as per plan
Polymarble shower base

Framed aluminium Shower Screen with clear glazed
pivot door (1850mm height)

Standard White Toilet Suite

Chrome Tapware to basin & shower
Handheld shower rail

Standard laminate single vanity unit with laminate
top

Laminate doors from builders’ range
Std builders range chrome handles
Melamine internal shelf

Double Towel rail (600mm)

Toilet paper holder

White toilet suite with soft close seat

White toilet suite with soft close seat
Skirt tiles
Privacy lock

> Colour through concrete to Driveway/porch at front
of property (maximum 30m2)

Site specific site costs (If needed)

Fully sarked roof
Whirlybird to roof with ember guard

Aluminium flyscreens with aluminium mesh to all
openable windows

Metal mesh to weepholes

4mm thick A grade safety glass to windows within
400mm of ground

Solid timber external doors
Metal gas & water pipes if exposed

Achieving a 7-star energy rating is dependent on
the final design and site conditions. In some
cases, a DTS (Deemed-to-Satisfy) report may be
required to meet compliance.





